China Section 301 List 1, Tranche 4 Expired

| HTS | Excluded Description |
| :---: | :---: |
| 8407.21.0040 | All classified there |
| 8421.21.0000 | Apparatus, Including pitchers, bottles, and units designed for incorporation into refrigerators, appliances or sink faucets, the foregoing fitted with filters for filtering or purifying water (described in statistical reporting number 8421.21.0000) |
| 8421.21.0000 | Filtering apparatus, itted with pumps, designed for use in pools, spas or similar contained bodies of water (described in statistical reporting number 8421.21.0000) |
| 8421.21.0000 | Submersible machinery for filtering water, designed tor use in pools, basins, aquariums, spas or similar contained bodies of water (described in statistical reporting number 8421.21.0000) |
| 8421.21.0000 | Water distillation machinery and apparatus not covered by heading 8419 (described in statistical reporting number 8421.21.0000) |
| 8421.39.8015 | Dust collection equipment for cement, minerals and mining industries (described in statistical reporting number 8421.39.8015) |
| 8427.10.4000 | All classified there |
| 8428.39.0000 | Apron-type chain conveyor (described in statistical reporting number 8428.39.0000) |
| 8428.39.0000 | Roller conveyors (described in statistical reporting number 8428.39.0000) |
| 8428.39.0000 | Vibrating conveyors (described in statistical reporting number 8428.39.0000) |
| 8438.80.0000 | Machinery for mixing beverages in single servings for direct human consumption, designed for use in commercial food service establishments (described in statistical reporting number 8438.80 .0000 ) |
| 8438.80.0000 | Vachinery for reconstituting single serving beverages for direct human consumption from frozen pre-packaged portions, designed for use in commercial food service establishments (described in statistical reporting number 8438.80.0000) |
| 8473.40.1000 | All classified there |
| 8481.90.9040 | Housings designed tor hydraulic ball valves, of cast iron or steel, each measuring 5.7 cm by 3.2 cm and weighing 0.528 kg (described in statistical reporting number 8481.90.9040) |
| 8501.10.4060 | DC electric motors, of an output of less than 18.65 W , valued over $\$ 4$, other than brushless (described in statistical reporting number 8501.10.4060) |
| 8501.52.8040 | AC electric motors, multi-phase, of an output exceeding 14.92 kW but not exceeding 75 kW , other than for use in civil aircraft (described in statistical reporting number 8501.52.8040) |
| 8505.90.7501 | Colls, coll assemblies and other parts of electromagnets (the foregoing described in statistical reporting number 8505.90.7501) |
| 8526.92.5000 | Radro remote control apparatus tor garage doors (described in statistical reporting number 8526.92 .5000 ) |
| 8526.92.5000 | Radio remote control apparatus for pet collars and pet food dispensers (described in statistical reporting number 8526.92 .5000 ) |
| 8526.92.5000 | Remote control devices, hand held and battery powered, designed for use with toy model vehicles and aircraft (described in statistical reporting number 8526.92.5000) |
| 8529.90.8100 | Bezels, covers and housings, the foregoing designed for motor venicle cameras (described in statistical reporting number 8529.90.8100) |


| 8536.49.0075 | Electromechanical relays, for a voltage exceeding 60 V but not over 250 V , with contacts rated at 10 A or more (described in statistical reporting number 8536.49.0075) |
| :---: | :---: |
| 8536.50.9035 | Push-button switches, rated at over 5 A , measuring no more than 2.9 cm by 2.9 cm by 2.9 cm , with 4 spade or brass terminals, with an actuator shaft with D-shaped cross section (described in statistical reporting number 8536.50.9035) |
| 8536.50.9035 | Push-bution switches, rated at over 5 A, measuring no more than 4.8 cm by 2.8 cm by 2.8 cm , with 2 spade or brass terminals (described in statistical reporting number 8536.50 .9035 ) |
| 8536.50.9035 | Push-button switches, rated at over 5 A , measuring no more than 5 cm by 1.7 cm by 1.9 cm , with 2 spade or brass terminals, with an actuator shaft with D-shaped cross section (described in statistical reporting number 8536.50.9035) |
| 8536.50.9040 | Snap-action switches, each designed for installation in a wall-mounted enclosure or electrical box (described in statistical reporting number 8536.50.9040) |
| 9018.20.0040 | Ultraviolet or infrared LED Tight therapy devices for the protessional treatment of pain or of ailments of the skin (described in statistical reporting number 9018.20.0040) |

